
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

TDL-4C,KA-1000C,800C&TDL-80-2C 

Low Speed desk-top centrifuge 

Themachineusesthefrequencyconversionbrushlessmotor,lownoise,easyoperation,safeandreliable,canbewidelyuse

dinbiology,chemistry,medicaionandotherareasofexperimentalandresearchworkofblood, 

plasmaurine. 

1. frequencyconversionMotor,useinternationalstandard15mltube 

2. advancedtechnologynanotechnology,lownoise. 

3. Usemetalcase,innermainpartsusestainlesssteel,useOnceshapingtechnique. 

4. Uniqueductdesign a comprehensiveintelligentdisplay,lowtemprise. 

5.Patented*Cutting-edgeequipment: 

* Allcomputorcontrolvariable-frequencymotor,withpreciserunspeed. 

* Selfcontrolelectronicdoorlock. 

* ElasticOpentypehinged,thedoorcanstayonanyangle. 

* Havedampingdeviceandautomaticadjustmentofmotorimbalance. 

Spec: 

TimerRange 0min~99min 

Noise <67dB 

Power 220v50Hz(110V option) 

WholePower 180W 

SpeedRange 100-4000RPM 

RotateSpeedPrecision <20rpm 

TemperatureRise <5 Deg.C 

Dimensions 380mm*480mm*330mm(L*W*H) 

Weight 25kg 

Rotor 

Model MaxSpeed Max.RCF Capacity  
No.1Rotor 4000RPM 1430xg 15ml*6 For800CTDL-4C 

No.2Rotor 4000RPM 2220xg 15ml*18 ForKA-1000C 

No.3Rotor 4000RPM 2325xg 15ml*12 ForTDL-80-2C 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


