
Jewelry series microscope is professional instrument,which is suitable for jiwelry shop ,jewelry processing center,jeweiry and jade inspection center 

and for observe and appraise of jewelry ,emerald & jade .The excellent optical system and various illumination system to ensure better viewing 

effect.The reasonable operation structure can lighten operator's tiredness but improve the working efficiency.The multi-functional accessory can meet 

with various requirement

Spec i f ic at ion l is t Spec i f ic at ion Z T X-E-Z B H Z B-2 H Z B-3 Z T X-7C -Z B XD T -Z B ST X45-Z B

Inclined Binocular S

Inclined Binocular S S S S

Inclined Trinocular O S

Head 360° Rotatable S S S S S

WF5X O O O O

WF10X/Ø15 O

WF10X/Ø18 S

WF10X/Ø20 O O O S

SWF10* S S S

HWF10* O O O

WF15* O O O O

WF20* O O O O

2* S

0.75*~5* S S

1* ~ 4* O S S

0.7* ~ 3.6* O

2*/4* S

1*/3* O

1*/2* O

Halogen lamp 12V/10W S S S S

Fluorescent 10W S O S O

Single fiber S O

LED S S

Halogen lamp 12V/10W S S S S

Jewel tweezer S S S S S S

Darkfield working stage (with diaphram) S S S S S S

View ing H ead

Ey epiec e

Objec t iv e

Inc ident  l ig

T rans m i t t ed l ight

Ac c es s ory

Makr: "S" Standard　"O"  Optional

Jewelry series microscope 

M odel Objec t iv e W ork ing D is t anc e F ie ld  o f  v iew

1* ~ 4* 90.5 22-5.5

0.7* ~ 3.6* 86 26-5.8

1* 75 20

2* 91 91

3* 69 10

4* 70 5

HZB-02/HZB-03 0.75* ~ 5* 113 33-5.1

STX45-ZB 2* 75 7.5

  T ec hn ique dat a

ZTX-E-ZB

XTX-7C-ZB

HZB-3                                                     HZB-2                                               XTX-7C-ZB                                        ZTX-E-ZB

1-28

DSM/DTX Series Step Stereo Microscope

DWMWDWM

Information
1. Sharp stereo erect image over a wide field of view 
2.45°inclined and 360°rotatable binocular head with locked-in eyepiece.The left and right ocular-tube with diopter adjustment±5dp
3.Three kind of 90°1×/2×,1×/3×,2×/4×, DTX10/DTX20 is with knob rotation.
4. Power supply 110V/60HZ or 220V/50HZ
5. Product has CE approval
6. Iiiumination:
L1: Incident reflected halogen light 12V 10W; Transmitted halogen light 12V 10W, brightness is adjustalbe.
L2: Both incident and transmitted light with LED

Model Eyepiece Objective Up & down Mechanism Base/Working Stage

Ø95mm White/Black working stage 

Fan plain base

Ø95mm White/Black working stage 

Fan plain base

95mm White/Black working stage 

Fan plain base

95mm White/Black working stage 

Fan plain base

95mm White/Black working stage 

Fan high base

95mm Frosted glass

Fan high base

Optional accessories WF5x, SWF10x, WF15x, WF20× Epepiece; Ring light

DSM Arm curv ed sty le

DSM-W Arm curv ed sty le

SWF10×

1X-2X,

1X~3X,

2X~4X

DTX10-W Arm curv ed sty le

DTX11-W Arm curv ed sty le

DTX20-W Arm curv ed sty le

DTX21 Pillar sty le

Magnification
Field of

View (mm)
Magnification

Field of

View (mm)
Magnification

Field of

View (mm)
Magnification

Field of

View (mm)

1× 5× 20.0 10× 22.0 15× 15.0 20× 10.0

2× 10× 10.0 20× 11.0 30× 7.5 40× 6.5

1× 5× 20.0 10× 22.0 15× 15.0 20× 10.0

3× 15× 7.0 15× 7.3 45× 5.0 60× 4.3

2× 10× 10.0 20× 11.0 30× 7.5 40× 6.5

4× 20× 5.0 40× 5.5 60× 3.7 80× 3.2

100

100

100

Objective

Magnification

Eyepiece

WF5X SWF10X WF15X WF20X
Wroking

Distance (mm)

DTX10-W

DTX11-W
DTX20-W DTX21


