
 

Boundless sight, infinite mind 

InfiRay® Designed for the most demanding environments, 17μm detector offers high sensitivity, 

high reliability and various packaging types for long range detection applications. 

 



  

Animals Observation 

  

Static Photography 



  

Human observation 

Model 611 311 3172 

Detector Type Uncooled VOx microbolometer 

Array Size 640×512 384×288 384×288 

Pixel Pitch 17μm 

Spectral Response LWIR , 8~14μm 



 

Product consulting 
* Message contents： 

NETD 
Standardized≤40mK/Customized≤30mK 

(@f/1.0, 50Hz, 300k) 

Output Signal Analog Output Digital Output 

Thermal Time Const

ant 
10ms 

Frame Rate 60Hz 

Power Consumption 
250mW (@ 300K，excluding

 TEC) 

150mW (@ 300K，excluding T

EC) 
80mW (@ 300K) 

Package Type Metallic Metallic Ceramic 

Package Size (L×W×

H) 
37 × 34.5 × 7.7 (mm3) 

22×22×4.58 (mm

3) 

Weight 25g 5g 

Operating Temperat

ure 
-40℃~+60℃ -40℃~+85℃ 
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Submit 

 

CONTACT US 

 

Marketing Dept.Email:sales@infiray.com 

HR Email:hr01@infiray.com 

Sales Hotline:+86-400-998-3088 

After sales hotline:+86-400-883-0800 

Address:11th Guiyang Street, YEDA,Yantai 264006,P.R.China 

IMAGERS 

Thermal Monocular 

https://www.infiray.com/contact.html
https://www.infiray.com/contact.html
tel:+86-400-998-3088
tel:+86-535-3410669
https://www.infiray.com/eyethermalmonocular.html


Phone Thermal Camera 

Car Thermal Camera 

Clip on Thermal Scope 

Rico Thermal Scope 

Tube Thermal Scope 

Dual spectrum thermal imager 

online monitring thermal camera 

MODULES 

Micro Ⅲ Thermal Imaging Module 

Mini Thermal Imaging Module 

LT Temperature Measurement Module 

FT Alarming Thermal Imaging Module 

Phoenix Cooled MWIR Imaging Module 

APPLICATIONS 

Infrared Thermography 

Security Thermal Camera 

Night Vision 

UAV Thermal Module 

Smart Phone 

Automotive Thermal Camera 

Follow Us： 

 

https://www.infiray.com/T2thermalcamera.html
https://www.infiray.com/AsensMthermalcamera.html
https://www.infiray.com/clipcthermalscope.html
https://www.infiray.com/Rico.html
https://www.infiray.com/Tube.html
https://www.infiray.com/xfusethermalimager.html
https://www.infiray.com/A8thermalcamera.html
https://www.infiray.com/Micro3thermalmodule.html
https://www.infiray.com/Mini.html
https://www.infiray.com/LTthermalmodule.html
https://www.infiray.com/FTthermalmodule.html
https://www.infiray.com/phoenixthermalmodule.html
https://www.infiray.com/gycw.html
https://www.infiray.com/aqjk.html
https://www.infiray.com/hwyd.html
https://www.infiray.com/wrjzh.html
https://www.infiray.com/zhsh.html
https://www.infiray.com/qcys.html
https://www.facebook.com/InfiRayHQ
https://www.instagram.com/infiray_technology/
https://iraytek.en.alibaba.com/index.html
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https://www.infiray.com/news/Privacy-Policy-136.html
https://www.linkedin.com/company/22301729/
https://www.youtube.com/channel/UC6_A8T1QPf07hciH7l1s7Ug
https://twitter.com/InfiRay

